
Manual

Software CWL-JobTool

Version 1.7.4

Date 10/26/2026

 



© 05/2026 1022.04.ENG

iret GmbH
Paul Engelhard Weg 50a
D-48167 Münster

Tel. +49 .251 .61 51 38
Fax +49.251 .61 76 31
E-Mail info@iret.de
Internet www.iret.de

mailto:info@iret.de
http://www.iret.de/


Table of contents

1 Overview.........................................................................................................................................5
1.1 Program Description.....................................................................................................................................5
1.2 Data transfer..................................................................................................................................................5

1.2.1 Peculiarities of job and cable file names...................................................................................5

2 Installation and licensing............................................................................................................6
2.1 Installation......................................................................................................................................................6
2.2 Licensing........................................................................................................................................................6

3 Main menu...................................................................................................................................... 7
3.1 Main menu.....................................................................................................................................................7
3.2 Menu „Global settings“.................................................................................................................................8

3.2.1 Common settings.........................................................................................................................8
3.2.2 Paths settings...............................................................................................................................8
3.2.3 Cayman settings..........................................................................................................................9
3.2.4 JobTool settings........................................................................................................................10

3.3 Toolbar.........................................................................................................................................................11
3.4 Manage print configurations......................................................................................................................12
3.5 Print configuration.......................................................................................................................................12
3.6 Joblist...........................................................................................................................................................14
3.7 Event log......................................................................................................................................................15

4 Technical documentation.........................................................................................................16
4.1 Format of the WPCS input files (job and cable file)................................................................................16

4.1.1 Case1: There are file name parts before 'job.dds' or 'article.dds':.......................................16
4.1.2 Case2: The files are named exactly 'job.dds' or 'article.dds'................................................16
4.1.3 The following errors are recognized when splitting files:......................................................17

4.2 Integrating logos in marking texts.............................................................................................................17
4.2.1 Logos in the WPCS marking text:...........................................................................................17
4.2.2 Conversion to Cayman:............................................................................................................17

4.3 Multilayer processing..................................................................................................................................17
4.4 Selecting a Print Configuration Using the WPCS FontKey....................................................................18
4.5 Logging in WPCS format...........................................................................................................................19

Software CWL-JobTool - 05/2026 1022.04.ENG 3



Table of contents

4 Software CWL-JobTool - 05/2026 1022.04.ENG



Overview 1
1 Overview

1.1 Program Description

The CWL-JobTool  software connects a Schleuniger cable processing machine to an ERP 
system. For the operation of  CWL-JobTool,  the cable processing software "Cayman" from 
Schleuniger must be installed on the same PC.

CWL-JobTool converts the incoming orders from WPCS to Cayman format and also manages 
the orders, as the Cayman software does not have its own order management.

1.2 Data transfer

The ERP system creates 2 files per order:

• An order file "<order> job.dds"

• A cable file "<order> article.dds",

where the character string <order> is largely freely selectable. 

Restrictions are:

• Only characters allowed by the Windows file system (e.g. no ? question mark).

Valid file names are e.g:

"2019-06-15 order 001 job.dds and 2019-06-15 order 001 article.dds“       or 

 "machine27_itemABC job.dds" and "machine27_itemABC article.dds".

These files automatically generated by the ERP system are stored in a job directory (transfer  
directory) provided for the Schleuniger machine.

CWL-JobTool  checks this directory at  short  intervals (approx.  5 seconds) and updates its  
order list.

1.2.1 Peculiarities of job and cable file names

The data transfer described in section requires that both the job and cable file contain only  
one entry ('[NewJob]' or '[NewArticle]') and that the ArticleKey = ...' entries in both files match.

If  the  job  or  cable  file  contains  more  than  one  entry,  they  must  have  the  exact  names 
'job.dds' or 'article.dds'. In this case, the files are split into individual files before they are 
displayed in the job list. For details, please refer to chapter .4.1.
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2 Installation and licensing

2 Installation and licensing

2.1 Installation

The setup installs all components of the software collection. The recommended installation 
location  is  a  directory  in  the  root  directory  of  c:,  e.g.  c:\CaymanToolbox\.  The installation  
directory can be created during the installation.

2.2 Licensing

The licensing of the CaymanToolbox software is described in a separate document. You can 
display this document in the license dialog (menu 'Help', menu item 'Licensing help'). 

The license dialog is displayed in the demo version of the Toolbox at program start. You can  
also reach it via the program main menu 'Help', menu item 'Load license'.
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3 Main menu

3.1 Main menu

The main menu contains the items "System" and "Help":

Function Description

System: Settings Opens the settings menu. See chapter 3.2

System : Prit configuration Opens the ‘Print configuration’ dialog., see chapter 3.5.

System: Exit Exits the program.

Function Description

Help: Show manual Shows this document. A PDF viewer must be installed.

Help: Copy logfile to desktop Copies a logfile of the previous program run to the computer desktop..

Help: Start remote session Starts remote maintenance (teamviewer).

Help: System information Shows information (e.g. paths) to required system files.

Help: Load licence Opens the dialog window for loading a license.

Help: About Shows program and licensing information.
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3.2 Menu „Global settings“

3.2.1 Common settings

Function Description

Language The selection of the user language can be found here. So far English (EN) and 
German (DE) are supported. After changing the language, the program must 
be restarted.

Enable user management Disabled (unchecked): The user management is disabled. Each user has 
access to all program settings (this window).

➔ This is the setting after program installation!

Enabled (checked): The next time the "Global settings" menu is called up, a 
user name and password will be requested. If they are entered correctly, all 
settings can be edited, otherwise they can only be read (read only).

3.2.2 Paths settings

Function Description

(CWL import directory) The settings for further directories are without function in the CWL-JobTool 
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Main menu 3
and therefore grayed out.

(CWL output directory) The settings for further directories are without function in the CWL-JobTool 
and therefore grayed out.

Path for WPCS orders In this directory CWL-JobTool expects the incoming jobs and WPCS article 
files

Archive directory Article (WPCS) files are moved here after conversion, deleted job and cwl files 
are moved here.

WPCS directory The log file ‘job.sdc’ is stored or updated here (see the section 4.5). If this 
entry is empty, nothing is logged. If the specified directory does not exist, a 
warning is displayed.

Font directory Directory for inkjet fonts.

Logo directory Directory for logos.

3.2.3 Cayman settings

Function Description

Cayman-file menu active This option activates / deactivates the Cayman file menu. It must be activated if 
you want to save article lists from within Cayman.

Minimize Cayman during 
processing

The conversion of large job lists can be accelerated by minimizing the Cayman 
window during processing. After processing is complete, the original size of the 
Cayman window is restored.
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3 Main menu

3.2.4 JobTool settings

Function Description

Scanner operation Defines the action after scanning a job name (e.g. via barcode scanner):
• 0 Load existing job list immediately or
• 1 Wait for <ENTER> - key press

Marking text Inkjet2 Defines the action for the marking texts of Inkjet2:
• 0 No text: No text is copied.

This setting must also be selected if the Inkjet_1 / Inkjet_2 
mapping is controlled via the 'FontKey' in the WPCS article file; 
see Section 4.4

• 1 Text normal: All Inkjet1 marking texts are copied to Inkjet2 
including all text attributes.

• 2 Text vertical mirrored: In addition to (1) the attribute "mirror 
vertically" is set for all injket2 texts.

After data transfer Action after data transfer to Cayman:

• Do nothing
• Minimize program
• Close program

• The JobTool program window remains on the screen 
• The program window minimizes to the tray bar
• CWL-JobTool is closed

Move applications to layer 2 If this option is selected, the applications ('slit', 'strip') will be moved from a 
layer further outside to the innermost layer (2). 
Prerequisites are: 

• there is a maximum of one application per cable end
• the applications are on the same layer

Use subdirectories Allows handling jobs in import directory and subdirectories. Subdirectories 
can be chosen on the left.  As for now searching the subdirectories only works 
on expanded elements.

Multilayer processing Changes the cut strip processing sequence for items with more than 2 layers 
(1 conductor + 1 insulator), see Chap. 4.3

Cayman: Use material as processing Checked:
Sets the material name as processing. 
Unchecked:
Use the Cayman processing assigned to the material

Warning for missing print 
configuration

Checked:
If the FontKey from a [NewLeadset] section is missing from the list of print 
configurations, the dialog for creating this print configuration opens (see 
Section 3.5). Alternatively, the job can be canceled (see Section 4.4).

Unchecked:
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Function Description

The default print configuration '*' is used. No warning is displayed.

3.3 Toolbar

The program functions are controlled via the buttons of a toolbar:

Symbol Description

Open the ‚Settings‘“ menu. Same as ‚Settings‘ in the ‚System‘ menu.

Opens the ‘Print configuration’ menu. Same as ‘Print configuration’ in the ‘System’ menu

Show manual. Same as ‚Show manual‘ in ‚Help‘ menu.

Start job. Starts the selected job: The job is loaded in 
Cayman. If the job is in WPCS format, the job will be 
converted first and stored in Cayman format.

Pause job. Pauses the running Cayman-job: Saves the Cayman 
wirelist (including production state) and unloads 
Cayman. The job can be continued later.

Delete job. Moves the selected job to the archive directory and 
refreshes the joblist. If the archive directory already 
contains a job with the same name, the job is not 
deleted from the cwl output directory and an error is 
logged. In this case, first delete the job from the 
archive directory (e.g. using Windows Explorer) and 
repeat the process.

Update the joblist. Updating the order list from the order directory (see 
Settings / Paths) is done automatically at short 
intervals (approx. 5 seconds). In addition, the 
update can be triggered by pressing this button.
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3.4 Manage print configurations

Creating multiple print configurations allows you to print each item in a job differently. This  
applies  both  to  the  choice  of  printer  (output  device;  e.g.,  ink  color)  and  to  font  size  and 
attributes (e.g., italic, underlined...).

Use the mouse to select an entry from the list and click the "Pencil" icon to edit it. Click the 
"Plus"  icon to  create  a  new entry.  The "Trash"  icon  deletes  the  selected  entry,  while  the 
"Copy" icon creates a copy of the selected entry and places it at the end of the list.

Choosing a configuration name:

• The default print configuration ‘*’ cannot be deleted. 

• The name of the default print configuration ‘*’ cannot be changed.

• Configuration names must be unique. When copying an entry, one of the two names must  
be changed. Names are not case-sensitive.

• Umlauts, special characters, and spaces are not permitted

•

Note on conversion:

When converting to a Cayman file, the current settings (Setup / Job Tool; print configurations) 
are  used.  Once  the  Cayman  file  has  been  generated  (job  status  =  ‘initialized’),  any 
subsequent changes to the settings will have no effect. If necessary, the job must be deleted, 
re-imported, and converted again.

3.5 Print configuration
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Function Description

Name Enter a name for this configuration. 
This name is used to select the Cayman inkjet printer and to choose the font 
size and attributes; see Section 4.4

Notes:
The name of the default configuration ‘*’ cannot be changed.
The default configuration is used if no configuration (no configuration name) 
has been assigned to a print text or if the assigned configuration does not exist 
in the list (see 3.4).

Inkjet Specifies the output printer. Cayman ‘Inkjet/Laser 1’ and Cayman 
‘Inkjet/Laser 2’ are supported.

Default font height This value is used to select an appropriate printer font. From this, the exact 
text lengths required for text positioning are calculated.

Stroke distance [mm] This value determines the horizontal distance between the ink drops:
• Larger values mean wider font
Note:
The value selected here must match the setting in the inkjet printer; it is not 
automatically transferred to the inkjet printer. If the values do not match, text 
positions and lengths may be incorrect.

The resulting character width [in mm] is specified: It is calculated based on the 
font height, stroke distance, and the 'Default bold' text attribute.

Text attributes
The following text attributes are available (supported by Cayman Inkjet/Laser):
Bold, Uppercase, Underlined, Italic, Inverted (white on black), Capitals (all 
uppercase)
These attributes apply to all printed text on all items printed using this print 
configuration
Note:
The text attribute ‘Rotate 180 degrees’ must be controlled for each print text 
via the job file (‘article.dds’), as the text often needs to be rotated at only one 
end of the cable.
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3.6 Joblist

The  current  jobs  are  listed  in  the  job  list  below  the  toolbar.  Priority,  Status,  Jobname, 
Comment, Quantity (Pcs) and percentage Progress (if a job is initialized) are specified.

The tree structure of the import directory subfolders (to the left of the job list) is only visible if 
this option has been selected in the settings (see Chapter 3.2.4).

The "Status" indication informs about the current state of each job:

Status Description

in work The job currently loaded in Cayman.

initialized A job that has already been converted from WPCS to Cayman format.

new A new job that is (still) in WPCS format.

The raw material displayed for each job is determined from the ‘WireKeys’ in its ‘article.dds’ 
file. If all items in the job have identical ‘WireKeys’, this is displayed as the job's raw material.  
If different ‘WireKeys’ are found, <multiple> is displayed as the raw material. If no ‘WireKey’ is  
found, <unknown> is displayed.

The job list can be sorted alphabetically in ascending or descending order by job name or raw 
material. To do this, left-click on the column header ‘Job Name’ or ‘Raw Material’. The sort  
order is indicated by a small  arrow in the respective column header.  Another mouse click  
reverses the sort order.

A single mouse click in the job list selects a job (the row is highlighted in blue). This job can  
now be loaded into or deleted from Cayman using the toolbar; double-clicking a job loads it 
immediately into Cayman.

A job can also be loaded by entering the job name in the “Search for Job” field above the job 
list.  The entry can be made using the keyboard or,  for  example,  a barcode scanner.  The 
system does not distinguish between uppercase and lowercase letters.

The entry of the job name is highlighted: 

• Red: There is no job that matches the input.

• Yellow: The input can be added to an existing job.

• Green: There is a job with exactly this name.

If "Jobtool / Scanner operation / 0 Load matching list immediately" is selected in the setup, 
this job is loaded immediately into Cayman.

As soon as a job has been loaded, the button "Start job", the job list and the search field are  
locked. The job must first be paused or deleted before another job can be sent to Cayman.

Note: 
When JobTool is started, it checks whether Cayman is already running and whether articles 
(cables) are loaded into Cayman. In this case JobTool now enables saving. Afterwards all  
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articles loaded in Cayman will be deleted.

3.7 Event log

Below the job list, program logs (errors, notes) are displayed in a table 

Column Description

No. Internal error number, used for error diagnosis.

Kind Type of message:
• II: Information (green background)
• WW: Warning (yellow background)
• EE: Error (red background)

Message The message text.

Details Further explanations, e.g. job or file where the error occurred.

Time Time of message event.

When JobTool  is  closed,  the error  log of  the current  program run is saved in the archive 
directory (see JobTool  Settings).  The file  name is  generated from date/time in the format  
"log_yyyymmdd_HHMMSS.txt". 

Example:  "log_20190614_124322.txt":  Log file  created when leaving JobTool  on June 14,  
2019 at 12.43 (and 22 seconds).  The entries are saved in CSV (CommaSeparatedValue)  
format and could look like this:

Software CWL-JobTool - 05/2026 1022.04.ENG 15



4 Technical documentation

4 Technical documentation

4.1 Format of the WPCS input files (job and cable file)

Job files must end with 'job.dds',  cable files with 'article.dds' in order to be recognized by 
JobTool. JobTool distinguishes between two cases based on the additional <job name> in 
front:

4.1.1 Case1: There are file name parts before 'job.dds' or 'article.dds':

In this case, <job name> must be identical.

Example: 'A12345M_job.dds' or 'A12345M_article.dds'.

In this case, JobTool assumes that exactly one job ('[NewJob]') is defined in the 'job.dds' and 
exactly one article ('[NewArticle]') in the 'article.dds', which match via the articleKey.

After the import, exactly one (additional) job is displayed in the job list of the JobTool. The 
displayed job name corresponds to the entry 'Job = ' in the 'job.dds' file.

4.1.2 Case2: The files are named exactly 'job.dds' or 'article.dds'

JobTool checks the files for multiple [NewJob] or [NewArticle]  entries. For each [NewJob]  
entry found in 'job.dds' and matching [NewArticle] entry in 'article.dds', a new pair of job and 
cable files with consecutive job numbers is created in the transfer directory. Each new job file 
contains  exactly  one  job  from  the  original  'job.dds',  each  new  cable  file  contains  the 
corresponding  article  description  from  the  original  'article.dds'.  The  new  files  have  the 
following format:

• Timestamp + <consecutive order number> + ' job.dds' or ' article.dds'. 

Example: 

The 'job.dds' contains 2 jobs (2 x '[NewJob]') each with a different article ('ArticleKey = ...'),  
the 'article.dds' contains the two article descriptions (2 x '[NewArticle]', 'ArticleKey = ...').

'2024_10_02_13_45_31_1 job.dds'

'2024_10_02_13_45_31_1 article.dds'

'2024_10_02_13_45_31_2 job.dds'

'2024_10_02_13_45_31_2 article.dds'

The date of the time stamp here is 2.10.2024, 13:45:31. The consecutive job numbers are '1' 
and '2'.

Two (additional)  jobs are displayed in the job list  of  the CWL-JobTool.  The displayed job 
names correspond to the entries 'Job = ' of the generated job files '... job.dds'.

Note:

In the source files, the order of the '[NewJob]' entries (job file) or the '[NewArticle]'  entries  
(cable  file)  is  irrelevant.  The  assignment  in  the  newly  created  files  is  made  by  matching 
'ArticleKey = ...' - entries.

Behavior in case of ambiguity:

If  article  descriptions  occur  more  than  once  in  the  cable  file,  the  first  matching  article 
description found is always used for each newly created cable file.
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Technical documentation 4
If several orders in the order file use the same article from the cable file, a new cable file is  
always created for each new order file, as the consecutive order numbers in the file names 
must match.

If the original files are copied back into the transfer directory, they are split again and new 
order and cable files are created. These now have a newer time stamp and may appear twice 
in the JobTool job list under the same job name. A check for identical job or cable files with  
only different time stamps does not take place. The operator may have to delete duplicate  
jobs from the job list. 

4.1.3 The following errors are recognized when splitting files:

Error number Error message Remedy

48802 An order does not contain an article description Supplement WPCS file ' job.dds'

48801 An order contains an article designation that 
does not exist in the cable file.

Supplement WPCS file ' article.dds'

27520 File cannot be processed. • Another program has opened this file or
• CWL-JobTool needs write permissions for 

the transfer folder

27521 File cannot be deleted': The file was processed 
but could not be removed from the transfer 
directory

• Another program has opened this file or
• CWL-JobTool requires write permissions 

for the transfer folder

48805 The split file <XYZ> could not be created' • CWL-JobTool requires write permissions 
for the default transfer folder or

• A file with the same name already exists

4.2 Integrating logos in marking texts

4.2.1 Logos in the WPCS marking text:

The inclusion of a logo in a marking tex is marked in the 'article.dds' file with the character string 
#[Logo,<LogoFilename>]. The <LogoFilename> file must be available as an uncompressed black and white 
bitmap file with the extension .bmp in the logo directory (see section ).

Example:

• MarkingTextBegin = 30, “ABC #[Logo,PIC1] XYZ”

The marking text “ABC ‘ begins 30 mm from the right-hand end of the cable, followed by the logo from the 
file ’PIC1.bmp‘ and then the characters ’XYZ'.

4.2.2 Conversion to Cayman:

CWL-JobTool replaces the logo tag #[Logo,PIC1] with the Cayman control sequence \&FPIC1\&. The text 
displayed in Cayman is “ABC \&FPIC1\& XYZ”

where \& is the start or end of a Cayman control sequence, F is the start of a logo within the sequence and 
PIC1 is the logo file name. 

4.3 Multilayer processing

If more than one layer is stripped on an article in multiple stages (cut strip), the processing 
operations are created in Cayman from 'outside' to 'inside', i.e. after the article has been cut,  
the outermost layer is stripped first, then the second outermost, and so on. 

If the 'Multilayer application' option is activated, the outermost layer is always processed last. 
The example shows the processing of a coax cable (4 layers) with partial stripping:
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After cutting, layer 3 (shield) is stripped first, then layer 2 (dielectric). Finally, layer 4 (sheath)  
is partially stripped to protect the underlying shield from fraying until the next production step. 
Due to the partial stripping, this processing step must take place last.

Fig. Option processing sequence for multi-layer material
◦ Option 'Multilayer processing'
◦ Part of WPCS code
◦ Cayman output

4.4 Selecting a Print Configuration Using the WPCS FontKey

Using the ‘FontKey’ in the WPCS sections [NEWLEADSET...] within the ‘article.dds’ file, you 
can select a print configuration for each article in a job. The text for that article will be printed  
using the settings of that print configuration.

Example:

...

  [NEWLEADSET1]
    Name = "article_1"
    FontKey     = inkjet_1
    [NewMarkingTextWire1-2]
      MarkingTextBegin = 50,"Marking article_1_right"

  [NEWLEADSET2]
    Name = "article_2"
    FontKey     = inkjet_2
    [NewMarkingTextWire1-2]
      MarkingTextEnd = 50,"Marking article_2 left"
...

The text in ‘article_1’ is printed using the settings from the ‘inkjet_1’ print configuration, and 
the text in ‘article_2’ is printed using the settings from the ‘inkjet_2’ configuration.

Notes:
• If no FontKey is specified in the [NewLeadset..] section, the default print configuration '*' is  

used.
• If a FontKey is found that is not included in the list of print configurations, and if the "Warn 

if print configuration is missing" option is enabled (Section 3.2.4), the dialog for creating 
this  print  configuration is  displayed (see Section  3.5).  If  the dialog is  canceled at  this 
point, the entire job processing is stopped.
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4.5 Logging in WPCS format

If  an  existing  directory  is  specified  in  the  path  settings  (see  chapter  3.2.2 under  “WPCS 
Directory),” the processing of jobs is logged there in WPCS format: A file named “job.sdc” is 
created or  updated.  If  this  directory does not exist,  a warning is  displayed.  If  the entry is  
empty, nothing is logged.

'File job.sdc'

Section / Block Key Comment

JobStarted A job was started for the first time.

DateTimeStamp Date / Time

Job Jobname

ArticleKey Articlename

UserName Windows user name

JobRequestedPieces Total number of pieces for for this job

JobRestarted All keys from “JobStarted”(s.a.) A job that had already been initialized was restarted.

UserRequestedPieces Total number of rejected pieces

TotalGoodPieces Total number of “good” pieces

JobInterrupted All keys from “JobRestarted” (s.a.) A job was interrupted.

JobTerminated All keys from “JobRestarted” (s.a.) A job was completed.

JobAborted All keys from “JobRestarted” (s.a.) A job was deleted.

Reason (see table 'Reason')

Table 'Reason'

Reason Description

1 Applicator broken

2 Machine error

3 No material available 

4 Delete job

5 Maintenance

Software CWL-JobTool - 05/2026 1022.04.ENG 19


	1 Overview
	1.1 Program Description
	1.2 Data transfer
	1.2.1 Peculiarities of job and cable file names


	2 Installation and licensing
	2.1 Installation
	2.2 Licensing

	3 Main menu
	3.1 Main menu
	3.2 Menu „Global settings“
	3.2.1 Common settings
	3.2.2 Paths settings
	3.2.3 Cayman settings
	3.2.4 JobTool settings

	3.3 Toolbar
	3.4 Manage print configurations
	3.5 Print configuration
	3.6 Joblist
	3.7 Event log

	4 Technical documentation
	4.1 Format of the WPCS input files (job and cable file)
	4.1.1 Case1: There are file name parts before 'job.dds' or 'article.dds':
	4.1.2 Case2: The files are named exactly 'job.dds' or 'article.dds'
	4.1.3 The following errors are recognized when splitting files:

	4.2 Integrating logos in marking texts
	4.2.1 Logos in the WPCS marking text:
	4.2.2 Conversion to Cayman:

	4.3 Multilayer processing
	4.4 Selecting a Print Configuration Using the WPCS FontKey
	4.5 Logging in WPCS format


